
PROFESSIONAL DIGITAL CLAMP-ON MULTIMETER
Prendeluz S.L.

Precio: 19,95€
Professional digital multimeter with clamp included
With overload protection and battery status indicator
With acoustic indicator, reading memory, insulation
test, diode test, etc.
Uses one 9V battery included
Dimensions 37 x 90 x 230 mm

Otras características
Frecuencia: 2KHz, ±(1.5%+5)
Intensidad ac: 20A-1000A ±(2%+5)
Pila: 9V
Resistencia: 2000/20K / 200KO, ±(2%+2)
Temperatura: 0ºC-750ºC, ±(1%+2)
Voltios ac: 200m/20/750V
Voltios dc: 200m/20/1000V, ±(0.5%+1)

Descripción del producto
Professional digital multimeter with clamp. Technical specifications: DC volts: 200m/20/1000V, ±(0.5%+1).
AC volts: 200m/20/750V, ±(1%+4). AC current: 20A-1000A ±(2%+5). Resistance: 2000/20K / 200KO,
±(2%+2). Frequency: 2KHz, ±(1.5%+5). Temperature: 0ºC-750ºC, ±(1%+2). This multimeter has an
acoustic indicator, reading memory, insulation test, diode test, overload protection, and battery status
indicator. 9V battery included. 
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